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2080XP (D) G CBC PTO TEL DW PRM MT-E4
2026 ¢ Diesel « Manual

MODEL YEAR FUEL TYPE TRANSMISSION
2026 Diesel Manual
CYLINDERS TYPE CODE

4 Trucks

Technical Features

C Engine: E474 EURO 1V, 4-cylinder, 2- o Spare Tire: Rear frame-mounted carrier ®  Gross Vehicle Weight (GVW): 8,500 kg
valve, in-line PY . Y - - PY .
Service Brake: Dual circuit hydraulic drum Unladen Weight: 2,985 kg
° ; .
Maximum Power: 150 HP @ 3200 rpm
@ P ® Drum Size: 320 x 110 mm (Front & Rear) ®  Front Axle Weight (Unladen): 1,910 kg
° ; .
Maximum Torque: 400 Nm @ 1200-2500
- q @ O Parking Brake: Hand-operated internal ® Rear Axle Weight (Unladen): 1,075 kg
expanding type at rear of transmission (& ° -
P le F Axle L 12 k
®  Bore x Stroke: 100 x 105 mm 220 mm) ermissible Front Axle Load: 2,980 kg

° e .
P le R Axle L : 20 k
Displacement: 2.960 L Auxiliary Brake: Exhaust brake ermissible Rear Axle Load: 5,520 kg

o ; .
. . Dimensions (L x W x H): 7240 x 2545 x
®  Controller Type: Mechanical ® Chassis Type: Joggle frame ( )

2320 mm
® i . : ; ° ‘« Qiyar
Air Cl : Dry type, right-hand sid Ch Size: 200 x 65 x 5
ir Cleaner: Dry type, right-hand side assis Size X 65 x5 mm ® \Wheelbase: 3,975 mm
mounted ° . . .
Steering : RANE hydraulic power steering ®
° ] Front Track: 1,680 mm
Clutch Type: Push type ° . . .
Steering Column: Tilt and telescopic ® Rear Track: 1.540 mm
®  Clutch Diameter: @ 310 mm adjustable o
° .
Rear Axle to F Overhang: 2,065
®  Transmission Model: ET35S6 ® Fuel Tank Capacity: 190 L polymer tank ear Axie fo Frame Lverhang mm
ith key-lockabl C ight:
® Transmission: 6 Forward / 1 Reverse with key-lockable cap Ground to Roof Height: 2,320 mm
e . ® : .
Battery: 24V - 100 Am F Topto G d Height (CBC): 840
® Gear Ratios: 1st: 6.667 | 2nd: 3.56 | 3rd: o . mrr‘;me op to Ground Height (CBC)
2.10 | 4th: 1.39 | 5th: 1.00 | 6th: 0.83 | ® Alternator: 24V - 75A
Reverse: 5.94 ®  Mini 2
Vi ® Starter Motor: 24V Minimum Ground Clearance: 166 mm
o . Aaps CD e ; .
Front Axle: Reverse Elliot “I” Beam (3,100 . Towing Hook: Integrated front hook
. ( ®  Maximum Speed: 104 km/h wing 9
kg capacity) ® Exhaust System: Right-hand side mounted
xhau : Right- i u
c . . ®  Maximum Gradeability: 36% g .
Rear Axle: Fully floating banjo type (5.3
e

final drive ratio) Minimum Turning Radius: 7.8 m
® Tire Size: 225/ 75 R17.5

®  Disc Wheel Size: 6 x 17.5 (5 wheel studs)
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Interior Features

HVAC air conditioning system
Power windows
Central locking

Infotainment system with steering-mounted
controls

Steering Wheel: 2-spoke with integrated
horn button

Exterior Features

Cruise control
M Booster+
Fuel Coaching system

Gauges & Meters: Speedometer, RPM
gauge, Engine coolant temperature gauge,
Fuel gauge

Driver Seat: 4-way adjustable, Double-lock
slider, Dual-density ultra-soft foam, Wide
headrest

® Front Lighting: Headlamps, Turn signals,

Position lamps, Daytime Running Lights
(DRL), Fog lamps

Rear Lighting: LED tail lamp cluster,
Position lamps, Turn signals, Reverse
lamps

Co-Driver Seat: Rigid type, Dual-density
ultra-soft foam, Wide headrest

Safety Restraints: 3-point ELR seatbelts,
Driver seatbelt reminder

Cabin Features: Overhead storage box,
Dual sun visors, PVC non-molded floor
carpet, Fixed rear window

Wipers: Dual blades, 3-speed system,
Electrical washer

Tools & Jack: 6-ton hydraulic jack, Tool Kit,
Wrench rod, Wheel nut handle, Cranking
rod handle

® Glass:, Laminated safety glass windshield,

Tempered safety glass door windows

® Mirrors: Convex outside rearview mirrors

Safety Equipment: Fire extinguisher,
Warning triangle, Wheel chock block
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